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being restored as indicated by a rear
car gauge or device.

(ii) When cars which have not been
previously charged and tested as pre-
scribed by § 232.12 (c) through (j) are
added to a train, such cars may either
be given inspection and tests in accord-
ance with § 232.12 (c) through (j), or
tested as prescribed by paragraph (d)(1)
of this section prior to departure in
which case these cars must be in-
spected and tested in accordance with
§ 232.12 (c) through (j) at next terminal.

(3) Before proceeding it must be
known that the brake pipe pressure at
the rear of freight train is being re-
stored.

(e)(1) Transfer train and yard train
movements not exceeding 20 miles,
must have the air brake hose coupled
between all cars, and after the brake
system is charged to not less than 60
pounds, a 15 pound service brake pipe
reduction must be made to determine
that the brakes are applied on each car
before releasing and proceeding.

(2) Transfer train and yard train
movements exceeding 20 miles must
have brake inspection in accordance
with § 232.12 (c)–(j).

(f) The automatic air brake must not
be depended upon to hold a locomotive,
cars or train, when standing on a
grade, whether locomotive is attached
or detached from cars or train. When
required, a sufficient number of hand
brakes must be applied to hold train,
before air brakes are released. When
ready to start, hand brakes must not
be released until it is known that the
air brake system is properly charged.

(g) As used in this section, device
means a system of components de-
signed and inspected in accordance
with § 232.19.

(h) When a device is used to comply
with any test requirement in this sec-
tion, the phrase brake pipe pressure of
the train is being reduced means a pres-
sure reduction of at least five pounds
and the phrase brake pipe pressure of the
train is being restored means a pressure
increase of at least five pounds.

[33 FR 19679, Dec. 25, 1968, as amended at 37
FR 12237, June 21, 1972; 51 FR 17303, May 9,
1986]

§ 232.14 Inbound brake equipment in-
spection.

(a) At points where inspectors are
employed to make a general inspection
of trains upon arrival at terminals, vis-
ual inspection must be made of retain-
ing valves and retaining valve pipes,
release valves and rods, brake rigging,
safety supports, hand brakes, hose and
position of angle cocks and make nec-
essary repairs or mark for repair
tracks any cars to which yard repairs
cannot be promptly made.

(b) Freight trains arriving at termi-
nals where facilities are available and
at which special instructions provide
for immediate brake inspection and re-
pairs, shall be left with air brakes ap-
plied by a service brake pipe reduction
of 20 pounds so that inspectors can ob-
tain a proper check of the piston trav-
el. Trainmen will not close any angle
cock or cut the locomotive off until
the 20 pound service reduction has been
made. Inspection of the brakes and
needed repairs should be made as soon
thereafter as practicable.

§ 232.15 Double heading and helper
service.

(a) When more than one locomotive
is attached to a train, the engineman
of the leading locomotive shall operate
the brakes. On all other motive power
units in the train the brake pipe cutout
cock to the brake valve must be closed,
the maximum main reservoir pressure
maintained and brake valve handles
kept in the prescribed position. In case
it becomes necessary for the leading lo-
comotive to give up control of the
train short of the destination of the
train, a test of the brakes must be
made to see that the brakes are opera-
tive from the automatic brake valve of
the locomotive taking control of the
train.

(b) The electro-pneumatic brake
valve on all motive power units other
than that which is handling the train
must be cut out, handle of brake valve
kept in the prescribed position, and air
compressors kept running if prac-
ticable.

§ 232.16 Running tests.

When motive power, engine crew or
train crew has been changed, angle
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cocks have been closed except for cut-
ting off one or more cars from the rear
end of train or electro-pneumatic
brake circuit cables between power
units and/or cars have been discon-
nected, running test of train air brakes
on passenger train must be made, as
soon as speed of train permits, by use
of automatic brake if operating in
automatic brake operation or by use of
electro-pneumatic brake if operating in
electro-pneumatic brake operation.
Steam or power must not be shut off
unless required and running test must
be made by applying train air brakes
with sufficient force to ascertain
whether or not brakes are operating
properly. If air brakes do not properly
operate, train must be stopped, cause
of failure ascertained and corrected
and running test repeated.

§ 232.17 Freight and passenger train
car brakes.

(a) Testing and repairing brakes on cars
while on shop or repair tracks. (1) When
a freight car having brake equipment
due for periodic attention is on shop or
repair tracks where facilities are avail-
able for making air brake repairs,
brake equipment must be given atten-
tion in accordance with the require-
ments of the currently effective AAR
Code of Rules for cars in interchange.
Brake equipment shall then be tested
by use of a single car testing device as
prescribed by the currently effective
AAR Code of Tests.

(2)(i) When a freight car having an air
brake defect is on a shop or repair
track, brake equipment must be tested
by use of a single car testing device as
prescribed by currently effective AAR
Code of Tests.

(ii) All freight cars on shop or repair
tracks shall be tested to determine
that the air brakes apply and release.
Piston travel on a standard body
mounted brake cylinder which is less
than 7 inches or more than 9 inches
must be adjusted to nominally 7
inches. Piston travel of brake cylinders
on all freight cars equipped with other
than standard single capacity brake,
must be adjusted as indicated on badge
plate or stenciling on car located in a
conspicuous place near brake cylinder.
After piston travel has been adjusted

and with brakes released, sufficient
brake shoe clearance must be provided.

(iii) When a car is equipped for use in
passenger train service not due for pe-
riodical air brake repairs, as indicated
by stenciled or recorded cleaning dates,
is on shop or repair tracks, brake
equipment must be tested by use of sin-
gle car testing device as prescribed by
currently effective AAR Code of Tests.
Piston travel of brake cylinders must
be adjusted if required, to the standard
travel for that type of brake cylinder.
After piston travel has been adjusted
and with brakes released, sufficient
brake shoe clearance must be provided.

(iv) Before a car is released from a
shop or repair track, it must be known
that brake pipe is securely clamped,
angle cocks in proper position with
suitable clearance, valves, reservoirs
and cylinders tight on supports and
supports securely attached to car.

(b)(1) Brake equipment on cars other
than passenger cars must be cleaned,
repaired, lubricated and tested as often
as required to maintain it in a safe and
suitable condition for service but not
less frequently than as required by cur-
rently effective AAR Code of Rules for
cars in interchange.

(2) Brake equipment on passenger
cars must be clean, repaired, lubricated
and tested as often as necessary to
maintain it in a safe and suitable con-
dition for service but not less fre-
quently than as required in Standard
S–045 in the Manual of Standards and
Recommended Practices of the AAR.

(3) Copies of the materials referred to
in this section can be obtained from
the Association of American Railroads,
1920 L Street, NW., Washington, DC
20036.

(72 Stat. 86 (45 U.S.C. 9); sec. 6 (e), (f), 80 Stat.
939 (49 U.S.C. 1655); and sec. 1.49(c) of the reg-
ulations of the Office of the Secretary of
Transportation, 49 CFR 1.49(c))

[47 FR 36795, Aug. 23, 1982, as amended at 49
FR 1988, Jan. 17, 1984]

§ 232.19 Design standards for one-way
end-of-train devices.

(a) A one-way end-of-train device
shall be comprised of a rear-of-train
unit (rear unit) located on the last car
of a train and a front-of-train unit
(front unit) located in the cab of the lo-
comotive controlling the train.
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